
Features

Excellent visual effect, perfect for advertising and 
signage.

Great design, strong housing and easy service access.

Industrial grade paint, rust resistant with an easy 
surface to clean.

Networking digital advertising software solutions 
available as option. Please ask your Key Account MGR 
for more information.

Key lock system to prevent inside tempering.

Used for shopping malls, Banks, restaurants and any 
other public places where you need to advertise or 
inform
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MWDSD32
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MWDSD42
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MWDSD46
MWDSD46L
MWDSD49
MWDSD49L
MWDSD55
MWDSD55L
MWDSD65
MWDSD65L

Wall Mounted Digital Signage Available in: 
32, 42, 46, 49, 55, 65 inches

Models



Specification
Panel size
Display area(mm)/mode
Maximum resolution
Display color
Input & Output
HDMI
USB
SD
CF
Video
Color system
OSD display( screen menu display)
Menu language
Power
Power supply
Appearance
Color/appearance
Case
Installation
Temperature
Working temperature
Storage temperature
Working humidity
Storage humidity
Computer specifications 
Main chipset
Graphics card
Network card
WIFI & Bluetooth
Operation system
Detailed functions
Video format
Audio format
Image format
Image resolution

32, 42, 46, 49, 55, 65 inches
1073.78(H)x604(V) 16:9
1920x1080
16.7M

1
1 ( USB2.0 interface)
1 (Compatible MMC/MS)
1(optional)

PAL/NTSC/SECAM

Arabic/English

AC100~240V 50 /60 HZ

White,black,customized
Metal case SPCC
Wall Mounted

0°C ~ 50°C
-20°C ~ 60°C
85%
85%

Android or Intel (Optional)
Integrated
Integrated 10/100/1000M adaptive
Optional
Android or Windows (Optional)

MPEG1/MPEG2/DivX/ASP/WMV/AVI
Wave/MP3/WMA/AAC
JPEG/BMP/TIFF/PNG/GIF
480P/720P/1080P
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